
AppWares Server­In­A­Box

Hardware Features*
 Shuttle High Performance Small 

Form Factor PC
 Chassis Size 8" x 5" x 11.5" 
 CPU: Pentium4 2.4GHz 533 FSB
 RAM: 1024MB DDR 333
 Harddisk: 120GB ATA100 with 8MB 

cache
 Ethernet: 100/10Mbps (Gigabit 

upgradable)
 Storage: 32x CD­R/W drive

(*) Sprint 2003

Server Benchmarks

Page Requests Bandwidth
myApp Welcome/Login 20/sec 210K/sec
myApp Medialist (100 files) 2.5/sec 320K/sec
myApp Statistics List  8/sec 950K/sec
serialize (with option text) 33/sec 7K/sec
getevents (1 event) 30/sec 16K/sec
monitor (URL update) 5/sec 2K/sec
monitor (no update) 35/sec 10K/sec
100k static file 100/sec 10M/sec
10K static file 650/sec 6.5M/sec (on 

100Mbps LAN, 1 concurrent connection)

Software Features
 Mandrake Linux 9.0
 Apache webserver
 mySQL database
 mod_perl/Mason scripting engine
 php, ssh, squid, etc.

Our system is build with OpenSource software for 
high stability, better security, easy customization, 
free additional software.

Preconfigured Software
 myApp2 Integrated Media Portal 

backend
 phpMyAdmin database 

administration
 RT/2 request tracker
 awstats website statistics
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